**PHASE 1 WORK:**
Replace existing trim chains with turnbuckle and batten clamp for all 21 existing linesets. Reuse turnbuckle and batten clamps in PHASE 2. (PHASE 1 WORK HAS BEEN COMPLETED.)

**PHASE 2 WORK:**
All other work.
WINCH CONTROL DIAGRAM
NO SCALE

4. TRUSS BATTEN DETAIL

3. CABLE CRADLE DETAIL

2. BATTEN SPLICE

6. MOTORIZED ELECTRIC WINCH DETAIL

5. COUNTERWEIGHT

1. BATTEN TIE WITH TURNBUCKLE - TYPICAL FOR ALL CONNECTIONS

PHASE 1 WORK: REPLACE EXISTING TRIM CHAINS WITH TURNBUCKLE AND BATTEN CLAMP FOR ALL 21 EXISTING LINESETS. REUSE TURNBUCKLE AND BATTEN CLAMPS IN PHASE 2. (PHASE 1 WORK HAS BEEN COMPLETED.)

PHASE 2 WORK: ALL OTHER WORK
(E) FACP

1. EXISTING FACP MONITORS ALARM AND TRIBBLE CONTACT OF NEW FACp
2. RISER

FACP DETAILS AND CALCULATION

1.011 1.010 1.009 1.008 1.007 1.006 1.005 1.004 1.003 1.002 1.001

A (TYP)